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A one-eighth scale turbojet test cell was desiaqned and 
constructed and initially operated to determine facility 
Gharacteristics. 

Experiments were then conducted to determine engine 
operating characteristics, inlet velocity profiles and 
cell pressure profiles for two augmentor-to-engine spac- 
ings. Experimental Base Gece compared to existing com- 
puter model predictions and showed qualitative acreement. 


Recommendations are made for facility imorovements. 
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i ee PRODUCTION 


Turbojet test cells are fixed-base installations gen- 
erally located at aircraft maintenance facilities to employ 
during the ground testing of jet engines prior to opera- 
mienal service. A EyYp1ecal test cell (Fid. 1) is usually 
an independently housed rectanoular shaped building with 
an inlet stack and an exhaust stack. There are many 
Gifferent variations of the basic design devending on the 
equinoment to be tested and the objective of the tests. 

ier Navy s eGOnstruction and utilization of test cells 
mav be atrributed to two basic considerations: 

(a) Engine operation free from detrimental in- 
dustrial or environmental forelon objects. 

(b) Performance monitorina and encine modifica- 
tions to meet specifications in an environ- 
ment which closely simulates installed 
enoine overation. 

The object of an adequate cell desian is to achieve 
ootimum oneratina conditions with a minimum of environ- 
femeaweGaiStitoance,. POllution Control is currently a major 
problem in the oneration of test cells. A test cell must 
be desianed to control or minimize either noise pollution 
Samatemospneric chemical pollution, or both. 

UMmEnormn nlow With tow turbulence intensity is desired 


to facilitate accurate performance measurements. Itis 
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plsomcestrable to have desicned-in flexibility for future 
modifications which may be required to the test cell for 
expanded testing. 

As shown in Figure 1, the engine is positioned some- 
where near the center of the U-shaped cell which allows 
the inlet air to develop a uniform flow profile. The 
enaine consumes only part of the air; the remainder is 
entrained by tne engine exhaust which is directed into 
the auomentor tube and expelled through the stack to the 
atmosovhere. The engine exhaust venting into the auamentor 
@Bube acts as an alr ejector which pulls secondary air into 
the aucmentor tube. The secondary air acts as a coolant 
as well as a diluent for the exhaust products. 

The svacing between the engine tail pipe and the 
inlet to the augmentor tube can be a crucial parameter 
to proper engine operation since it is a primary factor 
in determining secondary air flow. Too much secondary 
air flow may cause excessive pressure gradients between 
the engine inlet and exhaust planes leading to inaccurate 
performance measurement. In addition, cell structural 
limits may be exceeded. Not enough secondary air may 
allow exhaust back flow to the engine inlet and hot spots 
in the augmentor tube and exhaust stack. 

Todav's strincent standards to preserve the quality of 
the environment are acute cell desion considerations. 
Secondarv air entrainment into the enqine exhaust of a 


non-afterburning engine reduces the pollutant 


ce 





concentrations in the exhaust stack but does not apprecia- 
bly change the total emittants. With afterburning opera- 
tions, secondary and/or tertiary air entrainment and/or 
water quenching can affect the total emittants in the 
exhaust stack. The optimization of augmentor design and 
quenching methods has not been adequately determined 

with chemical and noise pollution minimization as a major 
criterion. 

Other pollution abatement methods have been considered 
and tried (Ref. 1). They include exhaust gas scrubbing, 
which may be accomplished by water droplet adhesion, 
mechanical arid entrapment or electronic lonization, and 
combinations of baffles to disperse the exhaust gases for 
acoustic treatment. "“Dry-house"™ designs are also being 
built and studied. Examples are the "Hush House" such 
Memniceat teceat NAS Miramar, Ca. (Ref. 2) for installed 
engine testing, and a Coanda desion (Ref. 3) for noise 
suppression. 

Many of the current abatement methods are comolex and, 
therefore, expensive to both construct and operate. For 
the large jet engines and huce air consumption rates 
they require, large scale hardware must be used. For 
these large scale engines, fuel supply and cost becomes a 
major consideration of cell operation. Maintenance of 
large installations requires major considerations for 
scheduling, periodic replacement of damaged hardware and 


financial support. A major portion of support must be 
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attributed to attracting, qualifying and maintaining a 
large staff of personnel. 

Various analytical techniques for modeling a typical 
turbojet test cell are possible using mathematical and com- 
puterized simulations. An example is the study by Hayes 
and Netzer (Ref. 4) which concludes in part, "The model 
provides axisymmetric flow visualizations in turbojet 
test cells and auomentor tubes for low subsonic flow 
conditions. These can be used to identify reaions of 
recirculation and to assess the amount of mixing occurring 
between engine exhaust gases and secondary air. Optimum 
locations for pollution sampling equipment can be selected 
by examining the numerical solutions.” However, model 
validation is required and additional work is required for 
the high engine exhaust velocities which occur for military 
Eiouste and afterburning conditions. 

Representative air flow rates can be determined for the 
models from known data of an existing full scale overatine 
facility such as NARF Alameda. However, validation of com- 
puter models requires detailed flow field measurements 
which are impractical in full scale facilities due to 
scheduling and expense. 

The above discussion indicates the need for a test 
facility which can be used to verform design and overating 
optimization studies to both minimize emitted vollution 
and validate/imorove models. A sub-scale test cell can 


be utilized for this purpose. With some drawbacks with 
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regard to scaling effects, the sub-scale test cell 
offers many advantages - low construction, maintenance and 


operating costs, ease of instrumentation and data acaquisi- 


tion, and minimum personnel. 





Meio OU NOr INVESTIGATION 


A one-eighth scale NARF Alameda turbojet test cell was 
designed and constructed. Engine simulation was accom- 
plished by using a variable bypass, sudden dump ramjet 
combustor. The ramjet was supplied with the desired 
amount of air and an identical amount of air was pulled 
into a simulated engine inlet and dumped to the atmosphere 
by using an ejector. The engine and test cell were used 
for initial study of the effects of augmentor location and 
engine flow rate on cell augmentation ratio and flow 


Gharacteri stics. 
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ITI. EXPERIMENTAL APPARATUS 


A. DESIGN METHODOLOGY 

Construction and operation of a sub-scale turbojet test 
cell was found to be desirable in order to provide an inex- 
pensive and versatile means for a) studying the effects of 
test cell design and engine operating conditions on cell flow 
characteristics and emitted pollution, and b) experimentally 
validating models for test cell operatine characteristics. 
Bhere were practicalities of construction that guided the 
design process: for example, the choice of a low cost, sub- 
scale, air breathing engine realistic enough to obtain mean- 
ingful data. Sub-scale turbine engines were too complex 
and expensive and simply not available; flame tubes and 
torches did not simulate the airflow conditions of a jet en- 
Gine. With the readily available compressed air suvvly from 
an Allis-Chalmers twelve-stage axial compressor (Fig. 2), a 
forced air ramjet was chosen which incorporated a variable 
bypass desianed to simulate mixed-flow turbofan engines as 
well as turbojets. Figure 3 shows a schematic side view of 
the ramjet engine while Figures 4, 5 and 6 show the ramjet 
in various stages of assembly. | 

It was decided to simulate TF=41 test cell conditions 
with a one-eighth scale model. The scale was selected on 
the basis of practicality of construction, economy of 
operation, the available air suvoly, and the desire to 


maintain velocities and similar Reynolds numbers to the 
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full-scale test cell. The engine was scaled in diameter 
by one-eighth, resulting in the mass flow rate being 
scaled by 1/64. This was done to maintain flow velocities 
the same as in the full-scale test cell. 

The overall TF-4l test cell length was reduced from 125 
feet to 15.6 feet, cell height and width from 18 feet to 
2.25 feet and engine diameter from 31 inches to 3.88 inches 
(Figs. 7, 8, 9). Engine air flow rates for the model were 
taken as 1/64 of those of a TF-41 engine: namely n. 


idle ~ 


1.56 lbm/sec and m Sean bpm/ sec. 


Mel eary 

Once the dimensions of the encine and cell were deter- 
mined, the associated piping and hardware were sized to 
supply the system with the required air and fuel flow 
rates. 

The one-eichth scale model, while exhibiting air flow 
velocities of the full scale versions, reduced Revnolds 
numbers by a factor of one-eighth. Therefore, results 
obtained from extensive sub-scale testing still should be 
compared to those obtained with a few full scale tests. 

Yet another difference between the full scale turbojet/ 
turbofan endqines and the ramjet (one-eighth scale version) 
1s the combustion pressure. Combustion pressures in 
today's turbojets are on the order of 10-12 atmospheres 
and in turbofans, 17-20 atmospheres, whereas the sub- 
scale ramjet pressures were approximately 2.5 atmos- 


oheres. These pressure differences will result in 


Slanificantly different species concentrations in the 
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tail pipe, especially for carbon particulates. Particulates 
in the ramjet must be generated by operating with fuel 

rich mixtures. Thus, conclusions reached concerning 

the effects of cell desion, engine flow rate and fuel 
additives on particulate levels emitted from the sub-scale 
test cell must be validated with some full scale test 


results. 


B. DESCRIPTION OF APPARATUS 

1. Ramiet Enqine and Piping 

RheomcenNe ruta 3) Consist ea Of tmrec sections, 

two of which constituted the combustor, nozzle and bypass 
air ducting, and one which simulated the intake of a 
turbojet engine. The combined airflow through the com- 
bustor and bypass duct were balanced to match, as nearly 
as practical, the suction airflow through the engine 
intake. The intake was a four-inch diameter steel pipe 
with two three=-inch pives "goosenecked" off the sides to 
reduce external vorofile drag while at the same time pro- 
viding the required flow area to join to the six-inch 
suction line leading to the air ejector (Fig. 10). The 
airflow rate was measured with a standard ASME=type 
Orifice (Ref. 5) installed in a flange in the six-inch, 
schedule 40 steel pipe. 

Two three-inch, schedule 40 steel pipes with accompany- 
ing flange mounted orifices supplied combustor (primary) 
and bypass (secondary) air flow to the aft section of the 


ramjet. Fuel was injected into the primary air suoplv 
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fein ee Leia fifty 0.010-inch diameter holes in a ring mani- 
fold approximately 18 inches upstream of the combustor. 
The combustor was of sudden expansion (or dump) con- 
figuration that was designed to hold a flame in the 
recirculation zone in the combustor can immediately down- 
stream of the step. Ignition of the JP-4 fuel was 
accomplished by a methane-oxygen torch placed in the 
combustor wall 1 3/4 inches downstream of the step 
(ircde sien this torch acted as a pilot light in that it 
was kept burning throughout the combustion process because 
1 was desired to operate over a wide fuel/air ratio 
range to control the exit temperature of the gases. 
According to Reference 6, dump burners operated at low 
pressures, as this one was, exhibit very narrow flamma- 
bility limits. The primary combustor was a thin-walled 
inconel tube. Bv-pass air was used to cool the inconel 
tube as well as to lower exhaust temperatures in order 
to further simulate mixed-flow turbofan operation. 
Primary and secondary air-flow rates were controlled 
by hand-valves installed downstream of the flow orifices. 
The fuel supply system consisted of a pressurized tank 
of JP-4 jet fuel and a regulated nitrogen pre-load. The 
pressurized fuel was filtered prior to passing through an 
electrical solenoid valve and into the ring manifold. 
Metering of the fuel was accomplished by installing a 
Savileter eg vencurl in the fuel line prior to the manifold. 


The function of the venturl was to permit the adjustment 
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mueeve mei TOwe as a Eumectlon only Of wostream pressure. 
The fuel flow rate vs. unstream pressure was pre- 
Galibrated prior to system installation as further 
described in Apvendix A. 

ete see ec momen Exhaust Stack 

Since versatility was considered a major desian 

goal, the separate cell test section and exhaust stack 
were bolted to twin I-beam rails. These sections were 
essentially independent of the fixed plumbing and ramjet 
engine for comparative ease of lonatitudinal realiqnment. 
Maem EcCetmsoctron was GCOMSteructsd of reinforced 3/4=-inch 
olywood with an inlet flow straiqhtening section consisting 
ipitially of 1 1/2=inch thick aluminum honeycombing (1/4- 
inch mesh) and two layers of window screening (Fic. 11). 
The installation vermitted selective addition or removal 
of flow straighteners ina slide-in-frame arrangement. In 
addition, the inlet included a square sneet-aluminum beill- 
mouth. The cell also included removable sides for engine 
access and the installation of plexiglass ports to permit 
‘Visual observation of backflow conditions and pnhotooraphic 
Gocumentation of enaqine overation. Since the model cell 
was mounted above around level on rails, the complexity 
of a vertical intake was avoided. 

A plate-steel exhaust stack, separate from the test 
section, allowed aucmentor tube interchangeability and, if 
desired, the introduction of ambient tertiary air. The 


stack was fitted with a 45-deqree deflection plate and 
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provided for future installation of exhaust gas measurement 
instrumentation. 
3. Augmentor Tube 

One of the basic studies to be conducted with the 
cell model is the effect of the augmentor tube position and 
size on flow conditions and augmentation ratio. It was 
therefore necessary to plan for augmentor tube inter- 
changeability and adequate instrumentation. The initial 
installation consisted of an eight-inch diameter stainless 
steel pipe mounted horizontally in the plane of the ramjet 
engine centerline, with a 2.25-inch space between the 
engine exhaust nozzle and the mouth of the augmentor tube. 
The walls of the 4.44 feet long tube were fitted with 
twelve evenly snaced static pressure ports. 

4. Instrumentation. 

‘The sub-scale test celi was fully instrumented for 
the calculation of air flow rates, cell temperatures and 
pressures, and velocity profile measurements at the cell 
entrance, engine inlet, auomentor tube exit and stack 
exhaust (Fig. 12). 

A 24 port, automatic-steppindg scanivalve was util- 
ized to "collect" the upstream and downstream static pres- 
sures across each of the three airflow measuring orifices 
megs. / and 12)+ the static pressures at the cell inlet, 
engine inlet, engine exhaust, and exhaust stack. Addition- 
ally, the twelve auomentor tube static pressures were fed 


through the scanivalve. The scanivalve was set up to 
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measure a differential pressure from a Known pressure 
source. Hence, two of the ports of the scanivalve were 
relegated to atmosphere and reference pressure respectively 
bem system, “Zeroing « 

Static temveratures were measured utilizing 
copper-constantan thermocouples. The airflow measurement 
Calculations required static temperature, so each of the 
three airflow lines included thermocouples located 
approximately six pipe diameters downstream of their 
respective orifices. Additional thermocounvle positions 
included cell inlet, engine exhaust and stack exit. The 
conper-constantan leads from each thermocouple were 
routed through an ice-bath reference to an automatic B. & 
F. data logger. 

A Flow Corporation Model MM-2 Micromanometer and 
traversing pitot tube mounted horizontally twelve inches 
behind the flow straightener section (Fig. 8) were used to 
measure the inlet flow velocity profile. The velocity 
meOortles provided indications of flow distortion and 
allowed cell augmentation ratio to be calculated. 

| 5. Data Acquisition 

The automatic data acquisition system consisted of 
ee cul ly sutra ee Hewlett-Packard 9830 A desk top 
Calculator with a HP-9867 B Mass Memory Storage unit 
and a B. and F. Model S¥133 data loaqger coupled to a 
paper ounch tape printer (Figs. 13, 14 and 15). The system 


provided automatic scanning of 24 channels of individual 
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pressure readings ane temperature measuring thermocouples. 
The raw data were punched on paper tape during each run 

and then entered via a digital tape reader into the 

HP-9830 A Calculator for processing and storage in the form 
of both raw and reduced data. Additionally, the HP-9830 
system offered the capability of a printout in a pre- 


programmed format (Appendix B). 
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IV. RESULTS AND DISCUSSION 


The one-eighth scale turbojet test cell facility was 
designed and constructed to provide an experimental appa- 
ratus to validate existing and future analytical models of 
full scale turbojet test cells with regard to air flow 
recirculation, augmentor tube variations and exhaust-gas 
pollution control. The sub-scale model was constructed 
using desian judoments involving scaling effects and mater- 
ial practicalities. Testinda was voerformed following the 
completion of each major construction state which included: 

a) The piping for engine air intake and supply. 

b) The cell mounting, instrumentation, fuel system 

hookup and engine firingd. 

c) The final assembly of the major components for 

overall system verification. 

The balancing of flow rates between the enaine intake 
and the summation of the comsustor supply and bypnass air 
was effected with comparative ease for approximate desired 
conditions: but, when accurate flow rates were desired, 
the manual valve adjustment process became time consumina. 
Flow matching conditions were indicated by the HP-9830 
Calculator printout following the taking of a data set. 
While the data acquisition process was smooth and effi- 
cient, the operator's manual control of the agate and 


flapper valves could well be exvedited by electric valve 
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controllers. The control of the flapper valve on the six- 
inch suction line to the air ejector was found to be 
extremely sensitive. A very low gear ratio controller 
would be required for remote control of that particular 
valve. The overall "cross-talk" sensitivity among the com- 
peting air supply lines was found to be very mild and was 
not considered a problem. 

The engine component testing required several attemvts 
and modifications to achieve ignition and stable flame hold- 
ing without blow-off. A Champion VR-1 spark plug (Fig. 5) 
was replaced by a methane-oxygen torch (Fia. 3), because 
the spark olug did not have enough enerov to iaonite the 
nearly atmospheric temverature fuel/air mixture. In order 
to provide the flame stabilization outside of the verv 
Beerow dump combustor flammability limits, the torch was 
left burning during combusion of the JP-4/air mixture. The 
methane-oxygen torch proved very capable of functioning 
both as an igniter and a pilot light, but further atten- 
tion needs to be devoted to the flame position due to the 
fact that torch blow-off was SSGunring LORMGaMemSstor air 
flow rates above avvroximately 0.8 lbm/sec. 

The auomentor tube pressure profiles showed a consider- 
ably lower than atmospheric maximum pressure until the de- 
Cision to restrict the exhaust stack exit with its own dust 
cover plate was made. An exhaust stack cratina to raise 
the internal pressure by flow resistance will be 


required for future operations. In addition, the augmentor 
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pressure profiles also indicated the possibility of leakaade 
around the seal between the augmentor and exhaust stack. 
Air ejector noise proved to be a community annoyance, 

partially due to the position of the laboratory facilities 
Be NES) relative to the surrounding hilis. Additional 
sound suppression will have to be incorporated into the 
ejector exhaust. 

' The installation of the plexiglass viewing ports (Fio. 
9) proved beneficial in determining engine lioaht off and 
witnessing normal engine operation. Further modifications 
to make the vlexiaqlass a permanent part of the cell struc- 
ture are required with definite attention paid to engine 
bay access as well as maintaining air tight integrity. 

The automatic data acquisition system performed flaw- 
lessly and was considered to be a major attribute of the 
ACT IO eCY., 

The micromanometer and traversing pitot tube were used 
to acquire velocity data at the cell inlet. The velocity 
profiles indicated that the micromanometer lacked suffi- 
cient accuracy due to the small velocity e2ee86n5 and 
the excessively long time delays required for the mano- 
meter to reach a steady value. There are several alter- 
nate means of velocity measurements to be attempted for 
future experiments: 

a) A miniature anemometer which has the advantage 

of relative simplicity. 


Gye CYlinerical rod Ehat sheds trailing vortices 
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over a hot wire anemometer. The frequency of the 
shed vortices may be used to calculate the velocity 
by use of the Strouhal Number, which is a dimension- 
less frequency based on the parameters of frequency, 
cylindrical diameter and velocity. 

The disadvantage of this system 1s its complexity. 

The velocity profiles indicated that aerodynamic accel- © 
Seaton ©cCcuLrred arOuna the inlet ramps (Fig. 16). The 
pitot probe should be moved further aft from the inlet if 
flat velocity pvrofiles are to be used for ease of deter- 
manaing celi augmentation ratio. 

Pressure profiles were obtained for several flow con- 
ditions and two sevarate augmentor tube-to-encine spacings, 
namely, flush and two inches separation (Figs. 16, 17, 18 
and 19). The profiles showed that there was essentially 
no change in oressure within the exhaust stack except at 
the very high flow rates, due to the fact that the stack 
resistance was low. Therefore, one may conclude that the 
pressure at the exit of the augmentor tube 1s approximately 
atmospheric. The pressure profiles show a sharp decrease 
in pressure at the entrance section of the augmentor tube. 
Since the first pressure tap was located four inches down- 
stream of the tube entrance, it was not possible to deter- 
mine the exact location of minimum pressure. Additional 
static pressure ports in the first four inches of aug- 
mentor tube are desirable to establish a refined pressure 


profile. The initial results obtained in this 
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investigation are compared to the computer predictions of 


the Hayes/Netzer study (Ref. 4) in Table l. 
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Mi en Bet r =@42eenrs ade 


TABLE I 


COMPARISONS OF EXPERIMENTAL DATA TO ANALYTICAL MODEL 


Item 
Engine Dia. 
Auomentor Dia. 


D 
auc/D ane 


PUG. Ratio (A. R.) 


Ena. Ovneratino 
emo. tion 
(Simulated) 


Sug.—2nd. 
Spacing 


Min. Pressure 
Point in Aua. 


Max. Pressure 
Peat 31) AUC. 


Min. to Max. 
Pressure 
Differential 


PREDICTIONS 
Full Scale Sub-Scale 

Analvtical Model Experimental Results 
25 i eon See 
6? . Qu Qu 
2 ais 2429 I AS 
0.5 (specified) On Qiex 
LDLe AUB itald IB Rels 
2D ee Payee: Dae O 
i Daue Cae Daud Jo 8 Deve 
252 1B aL 1D: a ee) 

aug aud aua 
5 SS) acipe -14 vosi DOS a 
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In the computer simulation the augmentation ratio must 
be specified and was therefore not identical to that ob- 
tained experimentally. These initial comparisons show 
good agreement except for the minimum to maximum pressure 
Gifferential. However, as ieaeeted above, additional 
pressure taps are required in the augmentor tube to 
locate and measure the minimum pressure. The computer 
predictions also indicated negligible effect of enaine- 
augmentor spacing on auamentor pressure rise for the 
low thrust conditions. The initial data appear to agree 


mech this result. 
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V. CONCLUSIONS AND RECOMMENDATIONS 


A sub-scale turbojet test cell model has been built and 
the initial tests have been completed to determine its 
Seovacene Ceamacrerlse Cs. @ne mechanical aspects of tne 
facility operate adequately to meet the objectives of the 
experiment, and the data acquisition system complements 
the system well. 

In order to improve the operation of the sub-scale 
model for experimental validation of analytical models 
the following are recommended: 

a) Improve the velocity measuring equinoment to 
establish an accurate inlet velocity profile 
which is needed for determining the aucmenta- 
ELON. Catl ©. 

b) Refine the pressure profile analysis by placing 
additional instrumentation in the entrance area 
of the augmentor tube to establish the minimum 
pressure point. 

c) Establish the "well mixed" point in the auqmentor 
tube through horizontal and vertical temperature 


orofile measurements. 
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PHOTOGRAPH OF 1/8 SCALE TURBOJET TEST CELL FACILITY 


FIGURE 8. 
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PHOTOGRAPH OF 1/8 SCALE TURBOJ 


FIGURE 9. 
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FIGURE ll. 


PHOTOGRAPH OF INLET FLOW STRAIGHTENER SECTION 
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APPENDIX A: FUEL SYSTEM CALIBRATION 


Al. APPARATUS 

The fuel used in the combustion process of the ramjet 
engine was chosen to be JP-4 jet fuel to further simulate 
the operation of a turbojet/turbofan engine. JP-4 was 
adequately available from a number of nearby aviation 
mac lTeLes, 

The svstem consisted of a vressurized fuel tank 
(Fia. Al) converted from an air compressor tank (water 
mested to 325 psig), a regulated nitrocen pressure source, 
a filter, a hand shut-off valve, an electrically operated 
solenoid rapid shut-off valve overated from the fuel con- 
trol panel (Fida. A2), a cavitating venturi, and a fuel 
epray ring installed in the engine supply air line. 

The purpose of the cavitating venturi was to provide 
fuel flow to the engine as a function only of upstream 
oressure. Downstream pressure fluctuations do not affect 


flow rate as long as the venturi is cavitatinc. 


ae | METHOD OF CALISRATION 

There were two separate cavitating venturi used in 
the operation of ane system, one for the higher flow rates 
and one for the lower flow rates. They had throat diameters 


of 0.046 and 0.032 inches respectively. Flow rates as a 


ai 





function of upstream oressure for the two venturis are 
Becsomtee in FrlQure AJ. 

In order to calibrate the venturis, the fuel tank was 
Beeccuriuzed co pre-set Values within the desired flow 
range. At each pressure setting, the flow of JP-4 fuel 
was collected in a container placed on a balance scale. 
The time required for each pound-mass increment was 
recorded with a Hewlett-Packard HP-55 hand-held calcula- 
tor. The flow rate of the fuel vas then comouted cy the 


equation 





G Awe. A(1) 


fuel 
The flow rate was then plotted as a function of fuel tank 
mressure (Fic. A3). 


fn, eae 


In add the tank pressure measurement during 


pte 
ct 
4 
O 
5 
ct 
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the calibration testing, it was desired to know the maxi- 
mum pack oressure where the venturi would no loncer 
cavitate. This was determined by installing a valve and 
oressure caucge on the downstream side of the venturi and 
increasing the back pressure during the flow measurement 
until the flow rate decreased. That voressure was 
additionally recorded and plotted in Figure A3 to show 
when the venturi plot was invalid as a fuel flow 
reference. 

The pressure-flow rate plot was used in the overa- 
Peem GE tte turbojet test cell to determine the fuel 


Me Tete eeCwOneGe Che 22:r Elow rate into the combustor 





can was established as detailed in Appendix B and once a 


fuel/air ratio was selected by the opnerators. 
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FIGURE Al. PRESSURIZED JP-4 FUEL TANK 
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APPENDIX B. DATA REDUCTION 


Diet RODUCTION 

Air flow rate measurement through a duct can be meas- 
ured seeing a StangareweA. Stl. on Orifice (Ref. 5) This 
requires the use of a semi-empirical equation which 
requires the input of the upstream static oressure, the drop 
in oressure across a vrescribed this olate orifice and the 
downstream static temperature. The calculation of the 
flow rate by the A.S.M.E. procedure is a time consuming 
orocess since it involves a number of emvirical coefficients 
based on temverature, voressure and construction technique. 

The temperature and oressure data collected for deter- 
mining the flow rates to the one-eighth scale CoE ones test 
cell were all recorded in both raw data and reduced data 
form in the mass memorv storage unit after vorocessina.by 
the pre-vrogrammed HP9830A Calculator. 

The calculated flow rates for the ramjet enoaine com 
oonents were used for two vurposes: 

a) Storage for later analysis 

eS) Poteau meter for real-time decisions reaardina 


the desired flow rate balancing of the ramjet. 


B2. AIR FLOW RATE CALCULATION 


The Elow Of air through an orifice is calculated with 
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the equation 
2 
w,=359 CFd F_YY hf) Buel) 
where Wp is the air flow rate in pounds-mass per hour, 
C is the coefficient of discharge, F is ene MenOeiity ) Od 
Pep E@acweracton, co 1s the diameter of the orifice in 
inches, Fe accounts for the thermal expansion of the 
orifice, Y is the net expvansion factor for square-edaed 
orifices, hy is the effective differential head in inches 
of water, and Vy is the svecific volume of the air at the 
ialet sice of the orifice in cubic feet per pvound-mass. 
The factors C and F may be combined into a single flow 
coefficient, K which is tabulated in Reference 5 as a 
function of the pipe Reynolds number, R. and diameter 
atlO , b : b is the orifice diameter, d, divided by the 
pive diameter, D. The factor 359 in equation B(1) is a 
constant that converts the various units to those commonly 
used in American voractice. 

The flow rate calculations performed in the sub-scale 
oetecell data reduction program used equation B(1l) with 
certain variable and unit modifications for easier 
Pdentification and utilization. The equaticn adapted was 

w = 0.11482 a°axvy pah /7_ 02) 
where w is now air flow rate in vounds-mass per second, d 
is the orifice diameter, ais the thermal exnansion factor 
K (=CF) and Y are the same as in equation B(1), ov is the 


megelC Oressure Upstream Of the orifice in inches of 


Bry 





Mencuny absolute, Ah 1S thle pressure Crop across the 
orifice in inches of water absolute and T. is the 
temperature of the flowing air downstream of the orifice 
in deorees Rankine. 
The following procedure was followed for one iteration 
Seeene rlow rate calculation: 
ice  eOCOS whiten as essential lyse constant for the 
near ambient air conditions encountered in the 
test facility and an orifice of stainless steel. 
>) 6 = 4, B( 3) 
PE eos246 (41 Ss 35°) A h/o B(4) 
qd) The fluid viscosity as a function of temnerature, 
was estimated usino a vcolynomial developed from 


GAG tables un Reterence 5 


> 8 


-1 2 
(T\-6.946x10 ae 


/A = 1.0916678x10~ + 1.85811x10— 
ies) 
where T is in dearees Fahrenheit and / is in 
oounds-mass oer foot-second. 
e) Reynolds number was calculated as a function of 


flow rate, pive diameter and viscosity by 


A3 W 
R=7DH B(6) 





where initially a flow rate is assumed. 

Dente lo weCOCEEIClonr 1 s then determined as a 
Punert On. Of Pf and Reynolds number, R. Various 
volynomials were developed from tabulated data in 
Reference 5. 


For examole, the three-inch primary air supvly 
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line had a diameter of 3.068 inches and an orifice 
diameter of 2.149 inches. Thus, 6 = 0.7 and 
K = 0.710655-.000297 (R/.0001)-.000002(2/.0001) ° 
B(7) 
a) The flow rate is calculated using equation B(2) 


0.11482 d*aky]/ pan/T, B(8) 


The iterative process is repeated by substituting w back 


= 
lI 


mmeor equation 3(6) and Continuing throuch again as in 
stevs e, f and g until the difference between the flow 
rate of equation B(8) and the flow rate used in equation 
mroyris mMearly zero (i.e. less than 107°). 

The above procedure was carried out for the flow 
mate Calculations in the three-~inch primary air supply 
line, the three-inch secondary air supolv line and the 


Pence nteanxe SUGtE:On Line each time the data reduction 


prooram was utilized. 


B3. PROGRAM FOR RAW DATA ACQUISITION AND STORAGE 

poet JeSeuibtion. rogram "HEW1L" (TABLE B2) was 
written for the Hewlett-Packard 9330A Calculator to read 
the paper tape punched by the teletype machine which in 
turn was counled to the B&F data ieeeee (aigs. 13 andra ).. 
The BSF data logger provided A/D conversion for the 24 
channels of pressure data acquired by the scanivalve and the 
various temperatures. The program arranced the raw data 
in a matrix format and produced a printout of the matrix 


With a heading indicating the run number, voint number, 


3/2 





date of the run and the title of the project. Additionally, 
Phew euoescanewas woitten OO Store the matrix for later use 
in reduction and contained a feature to allow for cor- 
rections to the raw data matrix if desired. 

B3.2 Overation. Detailed information on the operating 
pEececcures fOr the HP-9S30A Calculator, mass memory and 
assorted equipment are found in References 7 and 8. The 
following is a step-by-step procedure for the vroaram 
called "HEW1". 

1. After loading "HEW1" into the Hewlett-Packard 
9830A Calculator press "RUN" and "EXECUTE". 

2. The calculator will then display "AUTO STORAGE? 
YES=1, No=0O". If ves is the desired ey ae program 
will proceed to step 3. If no is replied, the calculator 
will order “ENTER NEXT RECORD #4 ON DATA FILE". 

3. The calculator next displays "ENTER FIRST RECORD 
+ THIS RUN" which requires the number of the record desired 
for the storage of the present data in matrix format. 

4. The calculator now querries "TAPE:. 1ST HOLE?- 

ON START?: CONT." which means for ehe operator to line up 
the punch tape in the tape reader and then press "CONT" 
ene. EXECUTE”. 

5. Following a brief pause after running the paper 
tape through the tape reader, the calculator will flash 
on "CORRECTIONS TO DATA? - YES=1, NO=0". A no response 
will take the calculator to step 6. A yes response will 


Mavose a Gispolay “PRESS PRPALL KEY FOR RECORD." and "ENTER 
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CORRECTION AS MATRIX ELEMENT". When these instructions are 
CaaamedeOout the Calculator will display “ENTER CORRECT 
VALUE?: EXEC., CONT., EXEC." which allows the operator to 
manually make corrections by entering the corrected data in 
its proper place via keyboard typewriter. Then "CONTINUE" 
is keyed which displays "ANY MORE CORRECTIONS? YES=1, 
NO=O0," whieh 1s self explanatory. 

Se ine Caleutlatecr prants Out the raw data file. 

7. Next, the calculator asks “STORE DATA? ENTER 
Veasc=tpNO=-O.." Lf a yes 1S Given the calculator stores the 
Metrix in the avorooriate raw data file. If no, the 
Sabeulator obants “THIS DATA WAS NOT STORED” and sends the 
mEectcam Dack tO step 2. 

8. After the raw data is stored, the prooram returns 
to step 2 for the next automatically updated file number. 
The operator may opt to "STOP" or simply "GET" another 


program. 


B4, PROGRAM FOR RAW DATA REDUCTION AND REDUCED DATA PRINT- 
OUT AND STORAGE. 

B4.1 Descrinotion. Program "HEW2" (TABLE B3) was 
written for the HP-9830 to call out the raw data matrix 
stored by prooram "HEW1" for processing into usable data 
for the operator to analyze and store for later analysis 
=o publication. 

"HEW2" was also the only source of usable air flow rate 
Gata used for real time decisions of line flow balance, air/ 


fuel ratio and system operation. 
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B4.2 Overation. The following is a stev-by-step 
operating procedure for the program "HEW2". 

1. After loading "HEW2" into the HP-9830A Calculator 
press "RUN" and "EXECUTES". 

2. The calculator then displays "ENTER RECORD # THIS 
POINT" which must correspond to the record # stored in 
mrogram “HEWL”. 

Se let eee eal culaton Gaisplays “BAROMETRIC 
PRESS(TNHG)=." The operator then tynes in the local 
pressure which is used to correct the pressure inputs from 
gauce to absolute pressure. 

4. Tne calculator will then provide the operator 
with a orintout of the reduced data and also display "STORE 
DATA? ENTER YES=1, NO=0". If the operator responds no, 
BroecelGwbateomw osteo  - LalsS DATA HAS NO@ SEEN STORED" and 
returns to step 2. If the operator responds yes, the 
Seleulator Prints “THE REDUCED DATA IS STORED IN TJREDIL 
RECORD #+_." The vrocess will then stop and will not 
resume unless the operator returns to stev 1 or "GET"s 


a new program. 
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